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This line table press plan is created by IRONDRAGON

for all the people who wants to enter the colorful world of 

silkscreen printing but don’t have enough budget to buy a 

rotary press or don’t have any idea how

to build a line table press. So here it is...
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You are not 
allowed to sell this 

plan or modify 
anything on it. I 

created this just for 
you, it’s free and 
I think I deserve 
some RESPECT.



 SILKSCREEN PRINTING 10 STATIONS LINE TABLE PRESS PLAN!!!

The measurements are in inches, For this set up I used angular bars, bolts and nuts instead of 
welding the parts. The press can be assemble and disassemble. Make sure that you have enough 
space for this press.

Always take the safety precautions “SAFETY FIRST BEFORE ANYTHING ELSE”. Always double 
check your measurements before cutting or drilling of the parts. Analyze the plan before buying all 
the materials.

   Materials needed:
	 •1	&1/2”	angular	bar	3/32”	or	1/8”	in	thickness	(4	pieces.)
	 		In	my	case	I	used	a	1/8”	thick	AB.	(I	want	to	have	a	strong	foundation	for	my	press)
	 •2”	angular	bar	1/8”	in	thickness	(1	pc.)
	 •Bolt	&	nut	1”	long	3/16”		(45	pieces.)
	 •Washer	90	pieces.
	 •Wood	screw	3/4”	in	size	40	pieces	(or	any	size	that	can	hold	your	platen	but	not	too	big).
	 •¾”	thick	Marine	Uniwood	Plywood
	 •Formica
  Tools needed:
	 •Hack	saw	or	angle	grinder	(you	cannot	cut	those	AB	with	your	teeth)
	 •Hand	drill/drill	bit
	 •Wood	saw/circular	saw/plunge	saw
	 •Tape	measure,	ruler	and	marking	pen/pencil

 Before you begin let me remind you again!!! 
 “SAFETY FIRST BEFORE ANYTHING ELSE”.

Note: If	your	plan	is	to	build	a	4	station	press	you	need	2	pieces	40”	long	AB	for	6	stations	you	
need	2	pieces	60”	long	AB	and	for	8	stations	you	need	2	pieces	80”	long	AB.	The	size	of	a	1	whole	
angular	bar	is	20	feet	or	equivalent	to	240	inches.	(This	is	just	a	simple	mathematics)

Step	#1:
Now let’s begin cutting 
the	 AB.	 Cut	 your	 2”	 in	
size	AB,	cut	2	pieces	of	
100”	long.	These	AB	will	
serve as guide or rail 
guide,	 When	 done	 you	
will	 have	 a	 40”	 excess,	
keep it, we are going to 
use	that	excess	later	on...



Step#2:	Cut	10	pieces	of	1&1/2”	in	size	AB	measuring	40”	long.

When	part	#1	and	#2	are	joined	together	you	should	have	something	like	this.	Don’t	get	too	
excited	we	need	to	cut	all	the	parts	before	we	drill	and	assemble	everything.

You don’t have to follow everything in here, if you 
have a much easier approach then go for it.



Step#3: (This will be the feet of our press) Cut	 4	 pieces	 of	 1&1/2”	 in	 size	 AB	 measur-
ing	41	&	½”	long,	next	cut	2	pieces	of	1&1/2”	in	size	AB	measuring	40”	long,	next	cut	3	pieces	
of	1&1/2”	 in	size	AB	measuring	8”	 long,	next	cut	2	pieces	of	1&1/2”	 in	size	AB	measuring	30”	
long	 and	 lastly	 cut	 30”	 long	 from	 your	 excess	AB	 (this	 is	 your	 40”	 excess	AB	with	 2”	 in	 size)

Note: When	we’re	done	assembling	the	feet	we	will	end	up	to	39-40”	in	height	it’s	because	the	
feet is in a slanting position, so if this height is too much for you, reduce the feet to your preferred 
height.

Step#4:	Cut	this	part



Step#5:	Bend	these	sides	backwards	gently.

There’s a purpose why 
we need to bend these sides.



AVOID ANY ACCIDENT!!!
Don’t forget to remove all the sharp edges in every parts.





Step#6:	Let’s	assemble	the	feet,	we	need	to	combine	Part	#3,	Part	#4,	Part	#5,	Part	#6	and	Part	
#7.	For	each	foot	we	need	2	pieces	of	41	&	½”		long	AB,	1	piece	8”	long	AB	&	1	piece	30”	long	
AB.	(We’re going to assemble the left & right foot first)
We’re not yet drilling some holes, I’m just showing you what does it looks like when 
parts are joined together.

If you have all the 
right measurements 
everything will fall 
perfectly into its  place.
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Step#7:	Let’s	cut	2	pieces	of	1&1/2”	in	size	AB	measuring	100”	long.	These	AB	will	add	stability	
to the press and will serve as a compartment for some of our stuffs.



Step#8:	Now		that	we	have		completed	the	parts	we	can	now	drill	and	assemble	them.	Use	a	
drill bit  slightly  larger than the bolt you’ll be using in order for you to move each part in case 
they were  misaligned.

Let’s start with the feet. 
Before you drill wear Safety Glasses.



Do	these	on	the	remaining	feet.	Then	join	the	parts	together,	attach	the	bolt	with	washers	and	
secure	them.	You	should	have	something	like	this:

let’s	just	assume	
it’s a bolt...okay?

let’s	just	assume	
it’s a bolt...okay?



This is the lower part of our feet.

You should 
have  
something 
like this.



And this is the center foot or middle support.

Step#9:	We’re	almost	done	with	the	feet	but	we	need	to	cut	some	few	corners.





Step#10:	When	done	assembling	all	the	feet,	next	thing	to	do	is	to	drill	some	holes	in	our	2”	in	
size	AB	(These are the 2 pieces AB measuring 100” long or indicated as Part # 1).

THESE ARE THE MEASUREMENTS WHERE YOU’LL BE PLACING SOME HOLES:

¾”,	7	¾”,	12	¼”,	27	¾”,	32	¼”,	47	¾”,	50”,	52	¼”,	67	¾”,	72	¼”,	87	¾”,	92	¼”,	99	¼”

Place	your	tape	measure	from	the	tip	of	your	AB	then	start	marking	these	measurements,	make	
sure that the holes are in the center.

Step#11:	We	can	now	attach	these	bars	(Part # 1) to its feet together with the support bar.

When done you should have something like this:



Then	let’s	attach	the	2	pieces	1&1/2”	in	size	AB	measuring	100”	long	(Part	#	8)	that	will	
serve as a support to the feet.



When	done	you	should	have	something	like	this:



Step#12:	Now	let’s	drill	some	holes	in	the	remaining	AB.	These	are	your	10	pieces	40”	long	
1&1/2”	in	size	AB	(Part	#	2).

THESE	ARE	THE	MEASUREMENTS	WHERE	YOU’LL	BE	PLACING	SOME	HOLES:

2”,	10”,	16	¾”,	23	¼”,	30”,	38”

Place	your	tape	measure	from	the	tip	of	your	AB	then	start	marking	these	measurements,	make	
sure that the holes are in the center.

When	done	you’ll	end	up	like	this:



Step#13:	Let’s	attach	these	arm	bars	(attach	Part	#	1	and	Part	#	2	together);	you’ll	end	up	like	this:

Now	for	the	platen,	use	¾”	thick	marine	uniwood	plywood	and	cover	the	top	with	“Formica”.	In	my	
case	I’m	using	2	sizes	of	platen	a	14”X18”	and	16”X20”	it’s	up	to	you	what	size	you	prefer.

Step#14:	Let’s	say	we’re	done	cutting	and	attaching	the	platen,	you	should	end	up	like	this:

You’re not an idiot of course 
you need wood screws to attach 
these platens, you cannot use a 
duct tape here.



Yes!!!	 they	 were	 right,	 we’re	 just	 screen	
printers, but we’re doing a fair and 
decent	 job.	 It’s	 not	 important	 how	 much	
you earned but HOW YOU EARNED IT?



We	are	almost	done	but	wait…There’s	still	something	missing!	We	need	a	table	guide.

Step#15: TABLE GUIDE can be purchase of course in silkscreen printing supplies. Table guide 
looks	like	this:

You	have	10	stations	line	table	press	here,	so	you	need	10	pieces	of	table	guide.



Here’s	your	completed	line	table	press:

Don’t	get	too	excited	you	need	to	disassemble	your	press.	You	need	to	paint	those	angular	bars	
for a much better look.

This	10	stations	line	table	press	can	print	10	shirts	at	a	time	regardless	of	how	many	colors	you	
need	to	print.	The	more	stations	you	have,	the	faster	you	can	print,	the	bigger	space	it	requires.



The	left	&	right	wood		
screws will serve as your 
micro	adjustment	or	tun-
ers for making minor or 
small	adjustment.

TOP VIEW

This is your T-guide or T-bar, 
there is a screen frame that 
was made for a line table 
press where you can move 
your T-bar from side to side. 
T-bar can be purchase in 
silkscreen printing supplies. 

You can enlarge these 
2	holes	a	little	bit	in	
case you need some 
adjustment.

wood	screews	3”	long

Now	let	me	explain	the	
screen	frame	&	how	it	works.



We	have	a	3	contact	points	here,	the	left	&	right	screws	&	the	T-bar.	Those	contact	points	
should	meet	their	corresponding	partners.	The	left	&	right	screw	is	for	the	AB/rail	guide	and	the	
T-bar is for the table guide.

The	drawing	shows	that	the	4	screen	frames	are	in	different	position	assuming	that	we	made	
some	adjustments.	As	you	turn	your	screws	in...	the	distance	between	the	AB	guide	&	your	
frame	gets	closer	&	as	you	turn	your	screws	out	...their	distance	increases.

I	HOPE	THAT	THIS	PLAN	SAVES	YOUR	MONEY	FROM	THOSE	PIRANHAS	WHO’S	TAKING	
ADVANTAGE	ON	YOUR	IGNORANCE.	IT	TOOK	ME	A	WEEK	TO	FINISH	THIS	PLAN	BE-
CAUSE	OF	MY	EYE	PROBLEM.	HOPE	YOU	APPRECIATE	IT,	PLEASE	DO	WRITE	A	COM-
MENT	ON	MY	BLOG	silkscreenprintinginfo.blogspot.com	BUT	IF	YOU	HAVE	NOTHING	GOOD	
TO	SAY	YOU	DON’T	NEED	TO	POST	A	COMMENT.

THANK	YOU,	HAVE	A	NICE	DAY	&	GOD	BLESS!!!

AB	guide

Table guide

FOR THE LAST TIME!!!
“SAFETY FIRST BEFORE ANYTHING ELSE”


